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L1 L2 L3
200-240 V (-15%/+10%)
380-480 V (-15%/+10%)

50/60 Hz

 (cos φ)  1 (> 0.98)

 L1, L2, L3  2 /

 (U, V, W)
 0-100%

0.01-3600 s

 0-500 Hz

 / * 6 (7) / 1

PNP  NPN

0-24 V 

 6
 7 

/ ** 2/2

0-24 V 

**  

 2

1   /  
1  

0 V  +10 V

0/4  20 mA

1

 0/4  20 mA

 1

CE, UL Listed, cUL, TÛV, RCM (C-Tick), 
EAC
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 IP20
K1 K2

PK37 PK55 PK75 P1K1 P1K5 P2K2 P3K0
[kW] 0.37 0.55 0.75 1.1 1.5 2.2 3

 (3 x 380-440 V) [A] 1.2 1.7 2.2 3 3.7 5.3 7.2

 (3 x 441-480 V) [A] 1.1 1.6 2.1 2.8 3.4 4.8 6.3

60  [A] 1.9 2.7 3.5 4.8 6.0 8.5 11.5

 (400 V AC) [kVA] 0.8 1.2 1.5 2.1 2.6 3.7 5.0

 (480 V AC) [kVA] 0.9 1.3 1.7 2.5 2.8 4.0 5.2

 (3 x 380-440 V) [A] 1.2 1.6 2.1 2.6 3.5 4.7 6.3

 (3 x 441-480 V) [A] 1.0 1.2 1.8 2.0 2.9 3.9 4.3

60  [A] 1.9 2.6 3.4 4.2 5.6 7.5 10.1

 [mm2]
(AWG)

4 (12)

 1) [W] 20.9 25.2 30.01 40.01 53 74.0 94.8

 2)  [%] 96.2 97.0 97.2 97.4 97.4 97.6 97.5

 IP20
K1 K2 K3

PK37 PK55 PK75 P1K1 P1K5 P2K2 P3K7
[kW] 0.37 0.55 0.75 1.1 1.5 2.2 3.7

 (3 x 200-240 V) [A] 2.2 3.2 4.2 6 6.8 9.6 15.2

60  [A] 3.5 5.1 6.7 9.6 10.9 15.4 24.3

 (230 V AC) [kVA] 0.9 1.3 1.7 2.4 2.7 3.8 6.1

 (3 x 200-240 V) [A] 1.8 2.7 3.4 4.7 6.3 8.8 14.3

60  [A] 2.9 4.3 5.4 7.5 10.1 14.1 22.9

 [mm2]
(AWG)

4 (12)

 1) [W] 29.4 38.5 51.1 60.7 76.1 96.1 147.5

 2)  [%] 96.4 96.6 96.3 96.6 96.5 96.7 96.7

 IP20
K1 K2

PK37 PK55 PK75 P1K1 P1K5 P2K2
[kW] 0.37 0.55 0.75 1.1 1.5 2.2

 (3 x 200-240 V) [A] 2.2 3.2 4.2 6 6.8 9.6

60  [A] 3.5 5.1 6.7 9.6 10.9 15.4

 (230 V AC) [kVA] 0.9 1.3 1.7 2.4 2.7 3.8

 (1 x 200-240 V) [A] 2.9 4.4 5.5 7.7 10.4 14.4

60  [A] 4.6 7.0 8.8 12.3 16.6 23.0

 [mm2]
(AWG)

4 (12)

 1) [W] 37.7 46.2 56.2 76.8 97.5 121.6

 2)  [%] 94.4 95.1 95.1 95.3 95.0 95.4

 IP20
K2 K3 K4 K5

P4K0 P5K5 P7K5 P11K P15K P18K P22K
[kW] 4 5.5 7.5 11 15 18.5 22

 (3 x 380-440 V) [A] 9 12 15.5 23 31 37 42.5

 (3 x 441-480 V) [A] 8.2 11 14 21 27 34 40

60  [A] 14.4 19.2 24.8 34.5 46.5 55.5 63.8

 (400 V AC) [kVA] 6.2 8.3 10.7 15.9 21.5 25.6 29.5

 (480 V AC) [kVA] 6.8 9.1 11.6 17.5 22.4 28.3 33.3

 (3 x 380-440 V) [A] 8.3 11.2 15.1 22.1 29.9 35.2 41.5

 (3 x 441-480 V) [A] 6.8 9.4 12.6 18.4 24.7 29.3 34.6

60  [A] 13.3 17.9 24.2 33.2 44.9 52.8 62.3

 [mm2]
(AWG)

4 (12) 16 (6)

 1) [W] 115.5 157.5 192.8 289.5 393.4 402.8 467.5

 2)  [%] 97.6 97.7 98.0 97.8 97.8 98.1 97.9

VLT® Midi Drive FC 280 3 x 380-480 V AC

VLT® Midi Drive FC 280 3 x 200-240 V AC

VLT® Midi Drive FC 280 1 x 200-240 V AC

1)   15% 
 IE2/IE3 
  LCP  30 W

 4 W 
  EN 50598-2  www.danfoss.com/vltenergyefficiency
2)  50  9.4  www.danfoss.com/vltenergyefficiency



 IP20 K1 K2 K3 K4 K5

 
[kW]

 200–240 V 0.37 0.55 0.75 1.1 1.5 2.2

3  200–240 V 0.37 0.55 0.75 1.1 1.5 2.2 3.7

3  380-480 V 0.37 0.55 0.75 1.1 1.5 2.2 3 4 5.5 7.5 11 15 18.5 22

 [mm]
 A 210 272.5 272.5 320 410

 B 75 90 115 135 150

 C 168 168 168 245 245

a 198 260 260 297.5 390

b 60 70 90 105 120

 [ ] IP20 2.3 2.5 3.6 4.1 9.4 9.5 12.3 12.5

B

b

C

A a
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[1] [2] [3] [4] [5] [6] [7] [8] [9] [10] [11] [12] [13] [14]

FC- – – – – – – – – – – – – –

[1]  4-6

280 VLT® Midi Drive FC 280

[2]  7-10  

PK37 0.37 kW / 0.50 HP

PK55 0.55 kW/0.75 HP

PK75 0.75 kW / 1.0 HP

P1K1 1.1 kW / 1.5 HP

P1K5 1.5 kW / 2.0 HP

P2K2 2.2 kW / 3.0 HP

P3K0 3.0 kW / 4.0 HP

P3K7 3.7 kW / 5.0 HP

P4K0 4.0 kW / 5.5 HP

P5K5 5.5 kW / 7.5 HP

P7K5 7.5 kW / 10 HP

P11K 11 kW / 15 HP

P15K 15 kW / 20 HP

P18K 18.5 kW / 25 HP

P22K 22 kW / 30 HP

[3]  11-12  

S2 1 x 200/240 V AC

T2 3 x 200/240 V AC

T4 3 x 380/480 V AC 

[4]  13-15  

E20 IP20/

[5]   –  
EN/IEC 61800-3  16-17  

H1
 

 A1/B (C1) 
3  A1 (C2) 

H2 A2 (C3) 

[6]  18  

X  S2

B

[7] LCP  19  

X  LCP

[8] PCB  – IEC 721-3-3  20  

C PCB 3C3

[9]  21  

X

[10]   A  22  

X

[11]   B  23  

X

[12]  24-27  

SXXX

[13] LCP  28  

X
 

-

[14]  29-30  

AX Modbus RTU

A0 PROFIBUS DP

A6 CANopen

AL PROFINET

AN EtherNet/IP™

AY POWERLINK

driveconfig.danfoss.com



 PROFINET

 POWERLINK

 EtherNet/IP

PROFIBUS DP V1

CANopen
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PROFINET
PROFINET 

PROFINET Ethernet
Profibus

PROFINET
PLC

DP-V1
PLC

PROFINET  

POWERLINK
POWERLINK  

 
IT  

POWERLINK  
 

CANopen  
 

POWERLINK 

CANopen
CanOpen  

CANopen  
 

PDO 
SDO 

 DSP402  
 

Modbus RTU
Modbus RTU  
RS485 (EIA-485) 

RS485  
 

 EIA-485 
 Modbus RTU   

32 
1  247 

EtherNet/IP™
 

EtherNet/IP™  
 

EtherNet/IP™  
 (CIP™)  DeviceNet  

PROFIBUS DP

PROFIBUS DP 
 PLC 

 GSD 

PROFIBUS DP-V1
PROFIdrive
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